
(3)       MQX-F24: Max 2 x 4 Frame

(2)       MQX-F14: Max 1 x 4 Frame

(3)       MQ-F24: 2 x 4 Standard Frame

(1)       MQ-F14: 1 x 4 Standard Frame

(3)       MQ-FFC2323: 23” Canopy w/ 1 LED Light

(6)       MQ-FFC2346: 46” Canopy w/ 2 LED Lights

(2)       MQ-SM4Q: 43” Media Mount

(3)       MQ-POD3: 1x2 Standard Podium

(30)    MQ-Q2346: 23” x 46” Double Quads

(4) MQ-Q1223: 12.125” x 23” Side Quads

(12)    MQ-Q2323: 23” x 23” Main Quad

(2) MQ-QTV42K: Two Double Vertical Quads with 
Reveals and Monitor Cutouts

(1)      GRA-EL46F: 46” x 92” Backlit Graphic

(1)      LFK106: 46” x 92” Lightbox LED Backlight Kit

(1)     Crate

$27,754.

Price Or 13 SC50 Cases for

$30,874.00OR

INCLUDES

Kit MQ-WK09
MULTIQUAD®

This inline MultiQuad® system is designed to 

fit into a 10 x 30 space and create a large graphic-filled 

back wall. This exhibit includes a 46” x 92” backlit section (left), 

the ability to house (2) 42” flush mount monitors, and includes light-

weight canopies with LED downlighting across the entire back wall. The (3) 40” 

high podium units can be used stand-alone or with one another to create display, 

demonstration, or greeting areas. Easily attached digitally printed magnetic Quads 

are provided for the entire back wall face, insets, and ends, as well as all four sides 

of podiums. No tools required set up and Build By Numbers™ makes assembly a 

snap. Unit can ship in molded wheeled shipping containers that are 

UPS and FedEx shippable, or in a traditional trade show crate.FEATURES

Full graphic Quads all visible surfaces                              
(front, steps and sides)

Ability to reconfigure or cover the back with Quads

LED front face backlit 46” x 92” module

Stepped back wall 

Components can be reconfigured for 10 x 10                    
or 10 x 20 uses

Lightweight downlit canopies

MultiQuad® hardware lifetime warranty

(3) 40” Max POD3 podiums (easily moved                      
around exhibit)

(2) Media mounts (can hold up to 42” monitor                    
in 2 x 4 framework) for flush mounting monitors

Molded wheeled cases (or traditional trade show crate)



* Specifications do not include electronics, flooring, or furniture

SIZE & WEIGHT

ELECTRICAL REQUIREMENTS

ASSEMBLY TIME

TECHNICAL SPECIFICATIONS*

Kit MQ-WK09
MULTIQUAD®

Setup 5 Man Hours

Dismantle 2.5 Man Hours

Drops 2

Power (Amperage) 20

CASES

Quantity 13

Container Size 52” L X 27” W X 12” H

Shipping Type Ground

Shipping Weight 960 Lbs

Exhibit Weight 550 Lbs

CRATE

Quantity 1

Container Size 57” L X 59” W X 78” H

Shipping Type Freight

Shipping Weight 950 Lbs

Exhibit Weight 550 Lbs


