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REVERB
Kit RV-WK28

REVERB™

This Reverb™ portable backlit
exhibit system is designed to be used
in a 10 x 20 inline booth space. It features (2)
ol _ 10’ sections, staggered, along with (2) freestanding
podium units that can be used together or separately. Reverb™
uses a lightweight expanding aluminum framework with a backlit SEG
dye-sub fabric on the front face (back wall and podiums) that uses an LED
light curtain to illuminate the forward face. Sides of the unit feature a non-lit
SEG fabric graphic. Reverb is backed by a lifetime warranty on the framework.
This lightweight portable uses a soft-sided, wheeled duffel for transport
(molded hard case shipping options are
available).
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FEATURES

Expanding aluminum framework with lifetime
warranty

Easy assembly

Dye-Sub SEG backlit fabric graphics on front
faces of back wall and podiums

Non lit sides for back wall and podiums - rear

INCLUDES

light block panels for all

Can be used as (2) 10 x 10 units (2)  RV-810PK: 10’ Reverb Kits with Podium
) ; Each Kit Includes:

Graphics easily changed . (1) 810’ Frame

) Backlit Front Graphic

2) Non Backlit End Caps
12) Light Curtains

- (1) Podium
]

Ships UPS or FedEx in soft-sided wheeled E
(
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- (1) Podium Backlit Front Graphic
(
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duffels (option for hard molded cases)

)
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- (2) Non Backlit End Caps for Podium
- (1) Light Curtain for Podium
- (2) Carrying Bags

- (1) RV-GRAPOD-FP Block Out Panel for back of Podium

Il-REVERB"

nsvéna: RE\'}ERB | (2)  RV-GRA810-FP Block Out Panels for back of 10’ Frame
Price Remove the carrying bags &
OR upgrade to (4) SC50 Cases
$1.552 $12,948

Carpet not included
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TECHNICAL SPECIFICATIONS*

Kit RV-WK28
REVERB™

SIZE & WEIGHT

CASES

Quantity 4

Container Size 52" LX27"WX12"H
Shipping Type Ground

Shipping Weight 350 Lbs

Exhibit Weight 230 Lbs

ELECTRICAL REQUIREMENTS

Drops 4

Power (Amperage) 60

ASSEMBLY TIME

Setup 2 Man Hours
Dismantle 1 Man Hour

* Specifications do not include electronics, flooring, or furniture




